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Smistatori
Formatrice

di cartoni
Incartonatrici

Chiuditrici
Depalletizzatori

Palletizzatori
Aree robotizzate

S ettori:
A l i m e nt a re
Pa s t i f i c i
Co s m e t i c a
To r re f a z i o n e
C h i m i co
Fa r m a ce u t i co
Ti s s u e
Pe r s o n a l  c a re

FRM 700FRM 700



La macchina mod. FRM 700 è una formatrice di cartoni atta
alla formazione di casse americane, con successiva piegatu-
ra e chiusura delle falde inferiori con colla calda oppure con
nastro adesivo. Estremamente compatta ed affidabile, la 
sua semplicità rende accessibile al massimo l’accesso alla 
zona di lavoro ed al minimo le spese di manutenzione. 
La macchina può essere realizzata con il senso di lavoro 
destro o sinistro.

The case erector mod. FRM 700 is used to erect American cases 
with consequent bending and closing of the lower folds with hot-
metl glue or adhesive tape. This machine is extremely compact 
and reliable. Its simplicity allows a large access to the working 
area and very limited maintenance costs. The machine can be 
carried out with either right or left work direction. 


Velocità massima di confezionamento: 18 cartoni/min.

Tensione di funzionamento: SKW

Potenza massima assorbita: 220/380 V + neutro

Consumo massimo aria: NI 20

Peso totale: Kg. 1.300
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Velocità massima di produzione
Max. output speed

Tensione di funzionamento
Operating voltage

Potenza massima assorbita
Max. power absorbed

Consumo massimo di aria
Max. air consumption

Peso totale
Total weight

16 cartoni/min.
16 cases/min.

220/380 V+neutro
220/380 V+neutral

2 Kw
2 Kw

NI 20
NI 20

Kg 1000
Kg 1000

DA
TI

 T
EC

NI
CI

TE
CH

NI
CA

L S
PE

CI
FI

CA
TI

ON
S

DI
M

EN
SI

ON
I C

AR
TO

NI
CA

SE
 S

IZ
E

Via Dei Bersaglieri, 1/A - 40010 Sala Bolognese (BO) - Italy - Tel. 051 6815008 - Fax 051 6815018 - www.fams.it - info@fams.it

H (mm): min 200 - max 550
A (mm): min 200 - max 600
B (mm): min 200 - max 350


