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The case erector mod. F.R.M. 850 is used
to erect American cases with bending and

closing of the lower flaps with hot-melt glue.
Pick-up and flap folding movements are com-
pletely mechanical. Extremely compact-sized
and reliable, it is suitable for fast lines; size
change-over adjustments are performed
through value indicators. The machine can be
carried out with either right or left working
direction.

La macchina mod. FRM850 è una forma-
trice di cartoni americani con piegatura e

chiusura delle falde inferiori con colla Hot-Melt.
Il prelievo del cartone è meccanico con apertura
positiva, per facilitarne la messa in volume.
Tutti i movimenti sono meccanici, molto com-
patta e adatta a produzioni veloci. 
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La máquina mod. FRM850 es una forma-
dora de cajas de cartón tipo americano

RSC. completamente automática. 
Bajo coste de mantenimiento, ergonomía en el
almacén de cartón, cambio fácil y rápido de for-
mato y construcción compacta. Dispositivo para
el pliegue de las cuatro solapas inferiores y sis-
tema para garantizar un perfecto escuadrado.
Sistemas de cierre inferior mediante cola calien-
te.

DATI TECNICI
TECHNICAL SPECIFICATIONS 

DONNEES TECNIQUES
DATOS TECNICOS

• Velocità massima di produzione ........... 40 cartoni/min.
Max. output speed ..................................... 40 cases/min.
Vitesse maximum de production ............ 40 caisses/min.
Velocidad máxima de producción .......... 40 cajas/min. 

• Tensione di funzionamento ........ 400V-50Hz 3PH+N+PE
Operating voltage ....................... 400V-50Hz 3PH+N+PE
Tension de fonctionnement ....... 400V-50Hz 3PH+N+PE
Tensiòn de funcionamiento ........ 400V-50Hz 3PH+N+PE

• Potenza massima assorbita ......................................5 Kw
Max. power absorbed ..............................................5 Kw
Puissance maxi absorbée ......................................... 5 Kw
Potencia màxima absorbida .................................... 5 Kw

• Consumo massimo di aria ............................ NI 600/min.
Max. air consumption ................................... NI 600/min.
Consomption maxi d'air ............................... NI 600/min. 
Consumo màximo de aire .............................NI 600/min.

• Peso totale ......................................................... Kg 2.000
Total weight ....................................................... Kg 2.000
Poids total ......................................................... Kg 2.000
Peso total  ......................................................... Kg 2.000


